6[0.24"

150 [5.91"] 278[10.94"] 622 [24.49"]
110 [4.33"]
280 [11.02"] W”//’é///% %//ﬁm//’m ®7) e 7) @ s %
] 3 2 N
" [ = - S =
220 [8.66"] o = 3 S = 7o
% & - 633 [24.92"] - & %
621 [24.45"] y
 137,5[5.41"] 137,5 [6.41"] 137,5 [6.41"] 137,5 [6.41"]
/W%ZW o WL J e U A e s IR > % _
5 (7 4 2) 2) 2) 4) w ) % 2
- " deicing air 4 ) N~
@ [. Contactor nozzle exhaust 2x M5 ‘j . 3
= 3 exhaust g 20[0.79"] -
9 » 7) j 2) 3x bore for contactor ©7)
= b guid pins dia 6mm p—
: S U 2 S 0 g &
b ©
o Q3 2x bore for docking = —
ol 67) — CENTER OF TEST guid pins dia 6mm ©7) © 8
. o8 pou (indipendent of number ~
219 [8.62"] Q2 |, of contact sites) Contactor lock " %
A threads 14x M4 4 -
H| N 7
\ | 4) 4) 4) 4) Wy
ZFD_* 7 e 7 A p B 7K 17 A_e 777
% 7 / / 7 // / / /‘7
180 [7.09"] 2 % S
£ )
o) S 1 / % AN
9 / 3 7 ) ¢ 2]
2 - Y
" 7 7)
280 [11.02"] $ % #) o) 2 2 ° Y =
320 [12.60"] o) o7 o) ol
AR T3 0T, 77107, o,
e % = = o
[co) (o] D o o
™~ < < L 0
® o, ~ Al -
= o o [c0] 0]
o ™ (o] (3p] (3p]
@ 356[14.027 T 150 [5.91"] 150 [5.91"] 279[10.98"]
4) Ensat-SB M4 (contactor screws)
No threads or holes in
these hatched areas allowed
2) $6.02H7
7) Ensat-SB M5 (docking fix screws)
=« 05.0900.0004
Toleranzen +0.2 . .

Material

Alimex ACP5080 (AlMg4.5Mn)

P1.8

Oberflache

eloxiert 10um farblos

Rasco

Docking Info
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